
ORDER FORM FOR 
CUSTOM MADE WATER HEATERS

EMAIL TO info@petercocks.co.nz OR Fax to (03) 384 5903 

WATER HEATER SPECIFICATIONS tick ONE (1) from each row

SIGN-OFF Approved by the Merchant or Customer

CONDITIONS OF SALE

If the dimensional specifications fall outside of our standard range of sizes and design options, the water heater 
may NOT be acceptable to your Local Territory Authority who administer compliance to the NZ Building Code (G12). 
It is the CUSTOMERS responsibility to gain Territorial Approval.

Peter Cocks will not be liable for the installation or operational efficiencies of the water heater manufactured to a 
customers specification and outside the standard product range.

While normal manufacturing warranties apply, non-standard models cannot be guaranteed to meet the durability 
requirements of the NZBC. Peter Cocks specifically excludes all non-standard models from its appraised product 
range and will not accept liability under the 'Durability' clause of the NZBC.

Peter Cocks will not receive back for credit any goods manufactured and supplied as a non-standard water heater.

I have read and accept the above conditions of the sale and acknowledge that all water heater specification 
requirements are correct.

Peter Cocks Reference:

CONTACT DETAILS

Merchant Name:

Customer Name:

Branch:

Phone:

Contact Name:

Reference: Date:

Phone:

Email:

Volume Capacity (L)

Pressure Type Low Pressure

Copper

Indoors

Galvanised

Dairy

Medium Pressure

Stainless Steel

Outdoors

Colourbond

Other

Mains Pressure

Cylinder Construction Type

Installation Type

Outercase Type

Other

Other Comments

FITTING CONNECTIONS tick ONE (1) from each row

Solar Direct

Direct

(Oty)

Coil

Coil

N/R

N/R

Jumbo Coil N/RWetback

Sensor/Probe Pockets NOTE: Mark all fitting connections on drawing

ELEMENTS tick ONE (1) from each row

Bottom

2kW

2kW

3kW

3kW

N/R

N/R

Other

Other

Top

Name: Signature: Date:
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NOTE
Identify and dimension all required

connection fitting locations on above drawing
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