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Due to localised water conditions, Rheem New Zealand advise that any of our “Peter Cocks” branded Low Pressure Copper
hot water cylinders are not suitable for installation in the postcode areas of 4120 and 4122 in the Hastings district. We confirm
that these cylinders are outside of our Rheem Warranty water chemistry terms based upon recent testing and may result in
subsequent pinhole corrosion. Despite not being covered under the Rheem warranty policy, on occasion, Rheem has voluntarily
chosen to replace affected cylinders. This practice will cease for cylinders installed in the affected areas after 1 April 2022.

We would therefore recommend our Rheem vitreous enamel or alternately Rheem or Peter Cocks stainless steel cylinders for

installation in these areas assuming localised conditions remain as per the recent water testing. Should you have any questions,
please feel free to contact Customer Services on 0800 657 336.

CYLINDER DESCRIPTION MODEL NO. CYLINDER DESCRIPTION MODEL NO.

Low Pressure Copper 11046ESP 18061ESP Low Pressure + Wetback 13546DSP
Electric Cylinders 11054ESP 20551ESP Copper Electric Cylinders 13548DSP
12043ESP 22554ESP 13551DSP

135415ESP 22556ESP 13554DSP

13546ESP 22561ESP 13556DSP

13548ESP 25056ESP 15551DSP

13551ESP 27054ESP 17556DSP

13554ESP 27056ESP 18047DSP

13556ESP 27061ESP 18049DSP

13561ESP 27070ESP 18051DSP

15551ESP 30056ESP 18054DSP

17556ESP 30070ESP 18056DSP

18047ESP 36061ESP 18061DSP

18049ESP 36070ESP 22554DSP

18051ESP 45070ESP 22556DSP

18054-1ESP 4546ESP 22561DSP

18054-1ESP3 6546ESP 27054DSP

18056ESP 9046ESP 27056DSP

9054ESP 27061DSP

Low Pressure Copper cylinders

are available with either Ao
i 22US
Low Pressure .U“de" Sink bottom, right hand, or left hand 36061DSP
Copper Electric models 13US connection. All models SKU’s
L 36070DSP
ending in DSPR and DSPL also
40US ;
relate to this document. 45070DSP
Low Pressure Copper PCCMS
Cistern models PCCML Medium Pressure Copper 13554MPW
PCCMM Electric Cylinders 18056 MPW
22556 MPW
Low Pressure Copper 18061D 40071D 30070MPW
Dairy Cylinders 20061D 40080D
22561D 45071D )
Medium Pressure Under Bench 22UMPW
2a AR Copper Electric models
30061D 50080D
35061D 55080D
35071D 60080D
35080D
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